
Year
Model

Technical Data Heater and Air Conditioner Unit
64 11 ...  Control Unit

Code Number
Operating Voltage V
Range °C
Cycle time (for water valve) sec.

64 11 ...  Passenger Compartment Temperature Sensoe
Code Number (without air conditioner)
Resistance / temperature comparison °C / kO 0 /

5 /
10 /
15 /
20 /
25 /
30 /
35 /
40 /

64 11 ...  Heater Temperature Sensor
Code Number
Resistance / temperature comparison °C / kO -20

-10
0

20
25
60
100

64 11 ...  Blower Motor
Code Number
Testing voltage V
Operating Voltage V
Power input approx. A
Speed 1/min
Axial play max. mm

88 - 91
Z 1

see BMW - Parts Catalog
0 ... 15

14,5 ± 3  ...  55,5 ± 4,5
3,3 ± 0,7

see BMW - Parts Catalog

3600 ... 4000

5,9 ... 6,8
4,7 ... 5,4

12

/      0,58 ... 0,77

/    84,39 ... 109,61
/    48,58 ... 62,09

1,0

see BMW - Parts Catalog

see BMW - Parts Catalog
13 ± 0,26

/    28,89 ... 36,4
/    11,13 ... 13,83
/       9,0 ... 11,0
/      2,19 ... 2,78

9 ... 15

12,0 ... 13,3
9,5 ... 10,5
7,5 ... 8,4

32,4 ... 37,7
24,8 ... 28,9
19,4 ... 22,1
15,1 ... 17,2
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